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FFL  2.650

Foundry Existing Ground FL
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GREEN ROOF CONSTRUCTION 0.24Wm²K (OUTSIDE TO INSIDE)
150mm BAUDER INTENSIVE SUBSTRATE AND TURF LIGHTWEIGHT GROWING MEDIUM ON
1mm BAUDER FILTER FLEECE ON 
40mm BAUDER DSE 40 WATER RETENTION AND DRAINAGE LAYER ON 
6mm BAUDER FSM 600 PROTECTION LAYER ON
0.2mm BAUDER PE FOIL SEPARATION LAYER 
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
30-190mm BAUDER PIR FA TAPERED INSULATION @ 1:60 SLOPE ON
160mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
75mm STRUCTURAL SCREED ON
300mm PRECAST CONCRETE HOLLOWCORE SLAB.

PAVED ROOF CONSTRUCTION 0.24Wm²K (OUTSIDE TO INSIDE)
50x600x900mm CONCRETE PAVING ON 
30mm CRUSHED GRAVEL ON
1mm BAUDER FILTER FLEECE ON 
40mm BAUDER DSE 40 WATER RETENTION AND DRAINAGE LAYER ON 
6mm BAUDER FSM 600 PROTECTION LAYER ON
0.2mm BAUDER PE FOIL SEPARATION LAYER 
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
30-190mm BAUDER PIR FA TAPERED INSULATION @ 1:60 SLOPE ON
160mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
75mm STRUCTURAL SCREED ON
300mm PRECAST CONCRETE HOLLOWCORE SLAB.

1
1
0
0

5
3
0

PARAPET CAPPING
0.8mm ZINC CAPPING PIECE ON
1mm ZINC FOLDED CLIP ON
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
70mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
EXISTING CONCRETE WALL PARAPET.

GUARDRAIL
MIN. 1100mm HEIGHT SKYWAY GUARDRAIL FIXED TO EXISTING PARAPET.

WALL CONSTRUCTION 0.32Wm²K (OUTSIDE TO INSIDE)
1-1.5mm DIASEN ARGACEM HP SMOOTHING LIME BASED FINISHING 
PLASTER SKIM COAT (2 COATS) ON
70mm DIASEN DIATHONITE EVOLUTION LIME, CORK AND CLAY BASED 
INSULATING PLASTER ON
EXISTING EXTERNAL PEBBLE DASH RENDER FINISH (ACTING AS A 
KEY FOR DIATHONITE) ON
EXISTING CONCRETE WALL ON
EXISTING INTERNAL PLASTER FINISH ON
1-1.5mm DIASEN ARGACEM HP SMOOTHING LIME BASED FINISHING 
PLASTER SKIM COAT (2 COATS).

FFL  12.911

DSA Existing Parapet LVL

FFL  13.090

DSA Proposed Parapet LVL

FFL  12.457

DSA Proposed Roof LVL

SEE T012 FOR MORE DETAIL 

FLOOR CONSTRUCTION (INSIDE TO OUTSIDE)
19mm TIMBER FLOORBOARDS ON
18mm PLYWOOD SHEATHING ON

300 x 75mm C24 SW TIMBER JOISTS ON
75mm STRUCTURAL SCREED ON

300mm PRECAST CONCRETE HOLLOWCORE SLAB.

CURTAIN WALL
VELFAC TRIPLE GLAZED TIMBER CURTAIN WALL.

WALL CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON

POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON

80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.

ROOF CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON

POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON

80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.

SEE T011 FOR MORE DETAIL 

SEE T011 FOR MORE DETAIL 

SEE T013 FOR MORE DETAIL 

CALLOUT 9.1

72.02°

107.98°
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FLOOR CONSTRUCTION 0.41Wm²K (INSIDE TO OUTSIDE)
2mm FORBO SAFESTEP R11 VINYL FLOOR FINISH ON
40mm DIASEN DIATHONITE FIBRE REINFORCED INSULATION CORK AND LIME BASED FLOOR SCREED ON
DIASEN WATSTOP EPOXY CEMENT-BASED WATERPROOF TANKING PLASTER ON
EXISTING CONCRETE FLOOR.

FFL  -1.590Foundry Proposed Basement
LVL

CURTAIN WALL
VELFAC DOUBLE GLAZED TIMBER CURTAIN WALL TO REPLACE EXISTING CURTAIN WALL.

FFL  2.690

Foundry Proposed Ground FL

WALL CONSTRUCTION 0.32Wm²K (OUTSIDE TO INSIDE)
EXISTING CONCRETE WALL TO BE SANDBLAST POWER WASHED ON THE OUTSIDE TO CLEAN STAINING ON
EXISTING INTERNAL PLASTER FINISH ON
0.6mm DIASEN POLITES 140 REINFORCING MESH FIBREGLASS REINFORCING MESH ON
70mm DIASEN DIATHONITE EVOLUTION LIME, CORK AND CLAY BASED INSULATING PLASTER ON
1-1.5mm DIASEN ARGACEM HP SMOOTHING LIME BASED FINISHING PLASTER SKIM COAT (2 COATS).

FFL  7.491

Foundry Proposed 1st FL

FFL  13.211

Foundry Existing Roof LVL

ROOF CONSTRUCTION 0.25Wm²K (OUTSIDE TO INSIDE)
EXISTING BITUMEN ROOF FINISH ON
EXISTING CONCRETE SLAB ON
0.6mm DIASEN POLITES 140 REINFORCING MESH FIBREGLASS REINFORCING MESH ON
90mm DIASEN DIATHONITE EVOLUTION LIME, CORK AND CLAY BASED INSULATING PLASTER ON
1-1.5mm DIASEN ARGACEM HP SMOOTHING LIME BASED FINISHING PLASTER SKIM COAT (2 COATS).
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ROOF CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON
POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON
80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.

WALL CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON
POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON
80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.

CURTAIN WALL
VELFAC TRIPLE GLAZED TIMBER CURTAIN WALL.

MUSHROOM FIXING

L BRACKET FIXING

160x520mm GLULAM BEAM

160x520mm GLULAM COLUMN

CALLOUT 11.1
72.02°

FLOOR CONSTRUCTION (INSIDE TO OUTSIDE)
19mm TIMBER FLOORBOARDS ON
18mm PLYWOOD SHEATHING ON
300 x 75mm C24 SW TIMBER JOISTS ON
75mm STRUCTURAL SCREED ON
300mm PRECAST CONCRETE HOLLOWCORE SLAB.

PAVED ROOF CONSTRUCTION 0.24Wm²K (OUTSIDE TO INSIDE)
50x600x900mm CONCRETE PAVING ON 
30mm CRUSHED GRAVEL ON
1mm BAUDER FILTER FLEECE ON 
40mm BAUDER DSE 40 WATER RETENTION AND DRAINAGE LAYER ON 
6mm BAUDER FSM 600 PROTECTION LAYER ON
0.2mm BAUDER PE FOIL SEPARATION LAYER 
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
30-190mm BAUDER PIR FA TAPERED INSULATION @ 1:60 SLOPE ON
160mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
75mm STRUCTURAL SCREED ON
300mm PRECAST CONCRETE HOLLOWCORE SLAB.

345x115mm FOAM GLASS INSULATION BLOCK

CALLOUT 11.2

L BRACKET FIXING

110x50mm VELFAC TIMBER CURTAIN 
WALL FRAME

S.S BOLT FIXING

19mm PLYWOOD BOARD

SCREW FIXING

VELFAC TRIPLE GLAZED CURTAIN WALL 
GLAZING

ZINC DRIP PROFILE

7
0

9
5
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95x375mm GRAVEL PIT

PERMEABLE PAVING

FILTER FLEECE
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Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE

150x350mm CONCRETE PLANTER WALL
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ROOF CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON
POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON
80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.CALLOUT 13.1 

EXISTING LOAD BEARING WALL

FIXING

80mm CROSS LAMINATED TIMBER

160x520mm GLULAM BEAM

160x520mm GLULAM COLUMN @ 3000mm CENTRES

160x520mm GLULAM BEAM

INTEGRATED RAINWATER DRAINAGE CHANNEL

120x45mm SW TIMBER STUD

50

5
0

107.98°

ROOF CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON
POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON
80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.

WALL CONSTRUCTION 0.10Wm²K (OUTSIDE TO INSIDE)
0.7mm STANDING SEAM ZINC SHEET ON
POLYMER BITUMEN MEMBRANE SEPARATING LAYER ON
120mm GUTEX THERMOSAFE-HOMOGEN® FOOD FIBRE INSULATION (2 LAYERS) ON
80mm CROSS LAMINATED TIMBER ON
160 x 520mm GLULAM PORTAL FRAME STRUCTURE.

120x45mm SW TIMBER STUD

107.98°

1
0
0

5
0

0.8x80mm ZINC SHEET CLIP @ 500mm CENTRES

ZINC STEPPED FLASHING CHASED INTO THE WALL

FIXING WEDGE

MASTIC SEALANT

POLYMER BITUMEN MEMBRANE SEPARATING LAYER

70mm GUTEX WOODFIBRE INSULATION FILLET PIECE
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Pavilion Roof - Existing Wall Detail
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Pavilion Roof - Proposed Wall Detail

1 : 2

Callout 13.1 - Upstand Detail
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Pavilion Roof - Proposed Wall Detail Key Plan

1 : 200

Pavilion Roof - Existing Wall Detail Key Plan



1
7
3
3

FFL  12.911

DSA Existing Parapet LVL

FFL  13.090

DSA Proposed Parapet LVL

FFL  12.457

DSA Proposed Roof LVL

PAVED ROOF CONSTRUCTION 0.24Wm²K (OUTSIDE TO INSIDE)
50x600x900mm CONCRETE PAVING ON 
30mm CRUSHED GRAVEL ON
1mm BAUDER FILTER FLEECE ON 
40mm BAUDER DSE 40 WATER RETENTION AND DRAINAGE LAYER ON 
6mm BAUDER FSM 600 PROTECTION LAYER ON
0.2mm BAUDER PE FOIL SEPARATION LAYER 
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
30-190mm BAUDER PIR FA TAPERED INSULATION @ 1:60 SLOPE ON
160mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
75mm STRUCTURAL SCREED ON
300mm PRECAST CONCRETE HOLLOWCORE SLAB.

WALL CONSTRUCTION 0.32Wm²K (OUTSIDE TO INSIDE)
1-1.5mm DIASEN ARGACEM HP SMOOTHING LIME BASED FINISHING 
PLASTER SKIM COAT (2 COATS) ON
70mm DIASEN DIATHONITE EVOLUTION LIME, CORK AND CLAY BASED 
INSULATING PLASTER ON
EXISTING EXTERNAL PEBBLE DASH RENDER FINISH (ACTING AS A 
KEY FOR DIATHONITE) ON
EXISTING CONCRETE WALL ON
EXISTING INTERNAL PLASTER FINISH ON
1-1.5mm DIASEN ARGACEM HP SMOOTHING LIME BASED FINISHING 
PLASTER SKIM COAT (2 COATS).

1
1
0
0

5
3
0

PAVED ROOF CONSTRUCTION 0.24Wm²K (OUTSIDE TO INSIDE)
50x600x900mm CONCRETE PAVING ON 
30mm CRUSHED GRAVEL ON
1mm BAUDER FILTER FLEECE ON 
40mm BAUDER DSE 40 WATER RETENTION AND DRAINAGE LAYER ON 
6mm BAUDER FSM 600 PROTECTION LAYER ON
0.2mm BAUDER PE FOIL SEPARATION LAYER 
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
30-190mm BAUDER PIR FA TAPERED INSULATION @ 1:60 SLOPE ON
160mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
75mm STRUCTURAL SCREED ON
300mm PRECAST CONCRETE HOLLOWCORE SLAB.

PARAPET CAPPING
0.8mm ZINC CAPPING PIECE ON
1mm ZINC FOLDED CLIP ON
5.2mm BAUDER Plant E ROOT RESISTANT SBS MODIFIED BITUMEN MEMBRANE ON
2.5mm BAUDERTEC KSD MICA AIR & VAPOUR CONTROL LAYER ON
70mm BAUDERPIR FA-TE FLATBOARD INSULATION ON
EXISTING CONCRETE WALL PARAPET.

GUARDRAIL
MIN. 1100mm HEIGHT SKYWAY GUARDRAIL FIXED TO EXISTING PARAPET.

HOPPER
HARMER  ALUMINIUM HOPPER HEAD ON
100mm DIAMETER HARMER ALUMINIUM RAINWATER DOWNPIPE.
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CALLOUT 12.1 

CALLOUT 12.2 

SUPPORT KERB FOR ACCESS COVER

RAINWATER OUTLET ACCESS COVER

300

275 25

50x600x900mm 
PERMEABLE PAVING 
SLAB

SUPPORT KERB FOR 
ACCESS COVER

RAINWATER OUTLET 
ACCESS COVER

HOPPER
HARMER  ALUMINIUM 
HOPPER HEAD ON
100mm DIAMETER HARMER 
ALUMINIUM RAINWATER 
DOWNPIPE.

ZINC PARAPET CAPPING

1
5
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150x150 RAINWATER OUTLET
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BAUDER MASTIC SEALANT

COVER FLASHING FIXED AND CHASED AS 
PER MANUFACTURERS 
RECOMMENDATIONS

LEAD CHUTE

FIXING @ 300mm CENTRES

VCL

BITUMEN MEMBRANE

100

LEAD LINER

VAPOUR CONTROL LAYER

BITUMEN WATERPROOF LAYER

60mm PIR INSULATION FILLET PIECE

LEAD CHUTE

BAUDER MASTIC SEALANT

HARMER  ALUMINIUM 
HOPPER HEAD
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Parapet Detail

1 : 5

Parapet (With RWO) Detail

1 : 10

Parapet RWO Plan

1 : 2

Callout 12.1 - Flashing Detail

1 : 2

Callout 12.2 - Membrane Overlap Detail

1 : 5

3D Lead Chute Detail
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3D Pavilion Glulam Portal Frame

1 : 5

Glulam Connection 01 - Elevation 02

1 : 5

Glulam Connection 01 - Elevation 01

1 : 10

Glulam Connection 02 - Elevation 01

1 : 10

Glulam Connection 02 - Elevation 02

1 : 10

Glulam Connection 05 - Plan

1 : 10

Glulam Connection 04 - Elevation 01

1 : 10

Glulam Connection 04 - Elevation 02

Glulam Connection 01 - 3D

01

02

03

04

05
1 : 10

Glulam Connection 04 - Plan

1 : 10

Glulam Connection 02 - Plan

1 : 5

Glulam Connection 01 - Plan

NOTE: ALL STRUCTURAL MEMBER AND 
CONNECTION DIMENSIONS ARE INDICATIVE. ALL 
STRUCTURAL MEMBERS AND CONNECTIONS 
MUST BE SPECIFIED BY THE STURUCTURAL 
ENGINEER.

160x520mm GLULAM COLUMN @ 3000mm CENTRES

160x520mm GLULAM BEAM

NOTE: ALL EXPOSED BOLTS TO BE PLUGGED 
WITH MATCHING TIMBER CAPS.

1 : 10

Glulam Connection 03 - Elevation

1 : 10

Glulam Connection 03 - Plan

1 : 10

Glulam Connection 05 - Elevation 02

1 : 10

Glulam Connection 05 - Elevation 01

1 : 10

Glulam Connection 05 - 3D Steel Connection

1 : 10

Glulam Connection 05 - 3D Connection to Glulam


